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ABSTRACT 
 
Unlike model-oriented generalization, which reduces the amount of information within a data 

base, cartographic generalization concerns the optimization of spatial data towards a certain scale 
with regard to visualization. As it occurs on the geometry level, the object’s shape is altered in the 
process, thus introducing geometrical distortions. The assessment of the rate at which the objects 
change can be seen as a quality evaluation of the generalization process. This paper is particularly 
interested in the simplification of building ground plans and the achieved accuracy when comparing 
the results to their original appearance. A classification of possible changes is given, as well as quality 
characteristics and their graphical interpretation. The quality parameters are defined and normalized, 
so that they can be used separately, but also in combination with others, depending on the requirement 
of a certain application. 

 
 

1. INTRODUCTION  
 
Even though the generation of maps has considerably changed with the technological transition 

from paper to digital media, the transformation of spatial data from larger to smaller scale still re-
mains very challenging today. It even obtained a new meaning, as particularly mobile and interactive 
products are an emerging market that puts additional requirements on the representation of data. 

 
If the information density of a map is too high, the important aspects are hard to perceive. Instead 

of being helpful in the decision making process, the map becomes confusing and useless. Thus, the 
cartographic generalization aims to avoid information overloading by means of reducing the amount 
of presented details. This is accomplished by the use of generalization operators that work on single 
objects, object groups or even the whole map and e.g. select, emphasize or simplify the data in accor-
dance to its importance. For a classification of generalization operators and their description on a 
more abstract level, see e.g. (Forberg, 2007; Hake et al., 2002; Sester, 2000).  

 
However, on the implementation level, a multitude of alternatives are possible that each produces 

different results. If two or more operators are combined in the generalization process, the number of 
possible outcomes grows even larger. In order to choose the most appropriate result according to 
one’s requirements, it is very important to have quality criteria that help to rate the different results. 
These criteria can also be defined as quality characteristics in conformity with the ISO 9000 standard, 
which identifies quality as a "degree to which a set of inherent characteristic fulfills requirements" 
(TC 176/SC, 2005). 

 
The focus of this paper is on the quality assessment of generalized building ground plans. After a 

general discussion on the quality of cartographic data, where different quality aspects of the generali-
zation process as well as related works are briefly described, new ideas concerning the quality charac-
teristics of building ground plan generalization are proposed. They quantify the differences between 
the original and generalized object on the basis of their contours and areas. Further, some examples 
are provided and discussed in the analysis section. Finally, the main points of the paper are recapitu-
lated and an outline on future work is presented. 
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2. QUALITY OF CARTOGRAPHIC DATA 
 
In the age of paper maps, the generalization process was mainly done by hand. So its quality was 

highly dependent from the experience and creativity of the cartographer. As both the rate of abstrac-
tion and the geometric accuracy were determined by the given scale, the precision of the map coordi-
nates was directly related to the graphical minimum dimensions (Stadler and Lechthaler, 2006). De-
pending on the minimal distance that is still recognizable on a certain scale, different results are to be 
expected from the generalization. 

 
However, not only the coordinates of object vertices change by the generalization, but also some 

vertices might get deleted or even new ones added in the generalization process. Although these new 
vertices are inserted into the ground plan in order to preserve the orientation or the extension of the 
object, they have no resemblance to reality. They do not exist in the real world, which means the 
quality of the generalization cannot be measured by the accuracy of coordinates anymore. There are 
no original coordinates to compare them with. Instead, the difference between the original and the 
derived level of detail must be made on various other geometric aspects. 

 
With respect to the change of geometric accuracy by the generalization, we classify quality me-

trics into four groups in compliance to the properties of map representations following (Hake et al., 
2002). These classes called trueness of ground plan, trueness of location, trueness of extension and 
trueness of shape place emphasis on different geometric aspects. 

 
(1) Trueness of ground plan is a boundary-based characteristic. It can e.g. be expressed by the 

largest deviation between the contour of the original and generalized ground plan measured 
by the Hausdorff distance (Hangouët, 2006; Schlüter, 2001). Another interesting aspect is the 
portion of the original outline that remains the same after generalization, either exactly or 
within a pre-defined tolerance (cp. section 3.1). 

(2) Trueness of location describes the positional change that an object undergoes, e.g. expressed 
by the translation of the centroid before and after generalization. This can be quite interesting 
as the centroid changes with a geometric simplification, thus making a spatial situation dif-
ferent to perceive by a human viewer. 

(3) Trueness of extension, which is the area distribution of an object in space, can be identified 
in various ways. Examples are the area difference (Podolskaya et al., 2007), eccentricity (as-
pect ratio) and orientation by means of central moments (Ballard and Brown, 1982) or 
oriented bounding rectangles (Hild, 2003), the latter two being invariant against translation. 
The extensional difference between two polygons can also be expressed by the sum of intru-
sions and extrusions measured relative to the original object (Schlüter, 2001), which is de-
fined in set theory as the symmetric difference. 

(4) Trueness of shape is a combined property which considers both the outline of a polygon and 
its area. In order to assess this characteristic, geometric properties such as compactness, 
roundness and convexity were suggested (Werff and Meer, 2008). 
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3. CHARACTERISTICS FOR QUALITY EVALUATION OF GENERALIZATION 
 
As already mentioned, the number of vertices and edges of the original ground plan will be re-

duced by the generalization. Although some edges of the simplified ground plan polygon remain the 
same or at least partially the same, it is very difficult to establish a correspondence between the origi-
nal and the generalized vertices and edges. A good solution could maybe be established if the proce-
dural method of the applied generalization algorithm is known, which unfortunately in most cases 
isn’t. So it is important to look at some other means of comparing two features using universal prop-
erties. Instead of considering an object to be a sequence of vertices and edges, it is regarded as a 
closed and bounded set of points in Euclidian space. As a consequence, set theory can be applied for 
comparing two ground plans, which is very convenient as it does not contradict the aforementioned 
classification. In the following, we will show how they can be used to evaluate trueness of ground 
plan (section 3.1) and trueness of extension (section 3.2). 

 
3.1 Trueness of ground plan 
The shape of the ground plan can be considered only by its boundary. After the notion of set 

theory, it can be defined as a set of points in its closure without the interior points. The difference 
between two sets of points can then be measured by means of Hausdorff distance. For each point of 
the first set, the distance to a closest point in the other set is computed and the maximum of all dis-
tances taken. This is the largest point distance between the two boundaries. In fact, this analysis re-
gards two outlines by their isometry. It proved to be very meaningful in terms of detecting omitted 
object parts and can therefore be utilized as the prime control of the correctness of the generalization. 
If the Hausdorff distance is larger than the generalization distance, which is the minimum length that 
line segments should have after generalization, parts of the object were unnecessarily deleted. Figure 
1 shows an example, where the distance from the front of the entrance porch to the main façade wall 
has been found to be below the generalization threshold. Therefore the porch is missing in the genera-
lized building. Besides this example, the effect predominantly occurs to elongated parts of the ground 
plan with a large area, but one small side. 

 
 

 
 

Figure 1: Hausdorff distance hinting towards an unnecessarily deleted building part. 
 

Apart from the largest deviation between the boundaries of two objects, the percentage of the re-
maining part of the polygon is also of great interest. Again, the contours are considered as sets of 
points and the intersection operator known from set theory can be used. The result is the overlapping 
line segments of the two polygons. 
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Unfortunately, in spite of the simplicity of this solution, its implementation bears a few difficul-

ties. They are related to the lack of strict geometric consistency in terms of small inaccuracies regard-
ing the colinearity, parallelism and rectangularity of the line segments of the original building ground 
plan. It is inevitable that all measurements contain random errors, which cannot be completely ex-
cluded. One solution could be a preprocessing stage that adjusts the geometry to avoid such an effect. 
However, changing the original data is not always desired and the process might often be unambi-
guous. On the other side, generalization algorithms not only simplify polygons, but also enforce the 
aforementioned properties. This leads to small, but for our purpose significant differences that are 
sufficient to generate a very low overlap criterion of the two contours. 

 
The problem can be solved by creating a buffer around the original polygon. This way, the match-

ing of the two contours will not be based on strict geometric conditions, but rather tolerates small 
inaccuracies. However, the width of the tolerance region must be chosen with caution. If it is too 
large, the result will be overestimated. The size of the buffer reflects the strictness of conformity of 
the original ground plan to the main constraints. 
 

Equation (1) represents the rate of boundary similarity of the original (O) and generalized (G) po-
lygons or the outline intersection: 

 

 (1)

 
See Figure 2 for an example of this characteristic. The dashed contour parts represent the line 

segments that match the original shape.  
 
 

  
 

Figure 2: Matching contours (dashed) of two generalization results compared to their original shapes. 
 

 
3.2 Trueness of extension 
The modifications of the ground plan polygon that arises from the generalization can be characte-

rized not only with the help of distance parameters. The change in the area of an object provides 
another very important aspect which can be used for the quality evaluation. The idea of such an ap-
proach is that the whole object including its boundary will be considered as a set of points. Although, 
the extension of two polygons will be compared instead of only their outlines, the analogy is the same 
as with the object boundary.  

 
The unmodified area can be found as the intersection of the ground plan before and after generali-

zation. The difference between this common area and the total area of the original polygon represents 
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the area of the deleted parts, which is called intrusion. The added area, which was not part before the 
generalization, is called extrusion and can be computed as the difference between the area of the 
simplified object and its intersection with the original one. These rates are reflected by the equations 
(2) and (3).  

 

 (2) 

 

 (3) 

 
In addition to the characteristics, which are based on the common part of two polygons, the exten-

sions of these objects can also be compared as an area quotient between the generalized and original 
ground plans. The ratio allows the comparison of the polygon extensions even if they were noticeable 
displaced and, as a result of this, do not overlap. Otherwise, the areal ratio will reflect to what extent 
the intrusions and extrusions compensate each other. If the appearance of the distortions of an object 
caused by generalization is inevitable, they could be at least equalized. 

 
 

4. ANALYSIS 
 
In order to show the validity of the presented characteristics, they were tested on an example data 

set of 3D building models that were provided by the city surveying office of Stuttgart. However, even 
though the generalization of the data set was done in 3D, only the 2D ground plans were considered. 
The building models were simplified by the 3D generalization algorithms described in (Kada, 2007) 
which has a strong focus on generating a simplified topology, but does not explicitly generate coordi-
nates that are true to the original ground plan. In order to have a data set to compare with, the genera-
lized building models were adjusted by the approach of (Peter et al., 2008), which tries to best fit the 
ground plans to the original one. 

 
The generalized and the adjusted polygons were both compared to the original ones using the 

quality characteristics presented in this paper. As these characteristics reflect different quality aspects, 
it is essential to have the ability to define the quality of the generalization process, taking into account 
all of the metrics simultaneously. This task is facilitated by the fact that the quality parameters are 
already normalized, where the best possible value equals 1 (apart from the Hausdorff distance which 
is to be considered separately). The smaller this value, the less similarity the original and generalized 
features possess. The only exception represents the area ratio, which exceeds 1 if the area of an object 
has increased after generalization. Equation (4) makes this quality parameter equal to the other cha-
racteristics. As for the tolerance buffer required for evaluating the rate of the boundary similarity, its 
width was determined empirical to be 0.15 m. 

 

                  

2
2

 (4) 

 
For the purpose of aggregating the quality parameters (QP) to a total quality (TQ), the Euclidean 

distance was used, which ensures a better differentiation of the results than just a sum (see equation 
(5)). Finally, the outcomes were normalized so that a perfect match corresponds to 100. The quality 
characteristics calculated for the example data set (see Figure 3) are presented in Table 1. 
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 (5) 

 
The general correctness of the generalization results were evaluated using the Hausdorff distance. 

For the ‘New Palace’, it turned out to be larger than the minimal generalization distance. Indeed it 
indicates the omission of a whole part of the ground plan. The pure adjustment of the outline cannot 
improve this characteristic as it does not change the topology. Altogether, the Hausdorff distance can 
worsen by the adjustment as it moves averaged edges away from small intrusions and extrusions to 
better fit an edge with a higher importance. 

 
 

Building 
Generalizat

ion 
algorithm

Min. 
gener 

distance 
HD 

Perime-
ter 

Outline 
inter-

section

Original
area 

Genera-
lized 
area 

Intersection 
area 

 TQ 

TQ 
(norma-
lized) 
0..100 

 
m m2 

Hindenbu
rgbau 

Kada 
2007 

10 
8,52 

365,40

51,53 

3975,09
3481,08 3424,10 0,77 1,58 79,0 

0,02 0,74 0,97 
Peter 
2008 7,36 311,57 3919,16 3851,92 0,97 1,90 94,9 

0,73 0,94 0,97 

Opera 
House 

Kada 
2007 

5 
4,32 

314,08

107,85

4549,75
4691,08 4518,51 0,94 1,72 86,2 

0,12 0,99 0,93 
Peter 
2008 5,59 230,63 4644,69 4518,30 0,96 1,85 92,6 

0,54 0,99 0,95 

New 
Palace 

Kada 
2007 

10 
10,65 

918,84

218,95

7676,60
7421,71 7179,16 0,93 1,67 83,7 

0,06 0,87 0,94 
Peter 
2008 10,65 503,02 7478,98 7284,41 0,95 1,76 88,0 0,30 0,90 0,95 

Table 1: Quality comparison of two generalization algorithms by means of the  
individual and the aggregated parameters. 

 
 
 
Regarding the total quality characteristic TQ, which aggregated all quality parameter like the rate 

of the boundary similarity, the rate of intrusions and extrusions, and the area ratio, were all improved 
after adjustment. As it was expected, it concerns especially the outline intersection of polygons where 
the changes of quality are drastic. 

 
The rate of intrusions and extrusions was very effectively diminished by the generalization and 

makes over 0.90. Essentially this characteristic, as the area ratio, was only improved by the adjust-
ment for the Hindenburgbau, where the area intrusion was significantly too large.  
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Generaliza-
tion 

algorithm 
Hindenburgbau Opera House New Palace 

Kada 
2007 

   

Peter 
2008 

   
 

Figure 3: Example buildings used in the quality analysis.  
 
 
Finally, the aggregated quality characteristic identifies the Hindenburgbau as the worst genera-

lized ground plan which benefits most by the adjustment. The ground plans of the New Palace and the 
Opera House were also improved. However, due to its complexity, the ground plan of the ‘New Pa-
lace’ matches the original object less than the other two. 

 
 

5. SUMMARY AND OUTLOOK 
 
This paper is dedicated to the quality analysis of cartographic generalization. Specifically, it deals 

with single objects which are represented by building ground plans. Since there are plenty of genera-
lization algorithms offering different results, it becomes important to be able to compare them in 
order to find the most suitable outcome. In many cases, it is almost impossible to identify a single best 
solution. The problem is that different properties of an object can be prioritized by the generalization 
process. Thus, some approaches aim to preserve the outline of a ground plan, the others tend to main-
tain its area. And these are not the only parameters which can be used to characterize similarity or, in 
other words, the quality of the polygons before and after generalization. This work suggests a classifi-
cation of all quality parameters for properties an object can relate to. It includes trueness of ground 
plan, trueness of location, trueness of extension and trueness of shape. 

 
According to the final total quality metric, which aggregates all the described characteristics ex-

cept the Hausdorff distance, the ground plans generalized by the algorithm were evaluated to have 
been improved by means of the adjustment. Especially it concerns the outline intersection of poly-
gons, which is the purpose of the adjustment and the focus of the paper. Other characteristics, espe-
cially the ones that have been mentioned in section 2, are subject of further research. 

 



12th AGILE International Conference on Geographic Information Science 2009 page 8 of 8 
Leibniz Universität Hannover, Germany 
 

BIBLIOGRAPHY  
Ballard, D.H. and Brown, C.M., 1982. Computer Vision. Prentice-Hall, London, 523 pp. 

Forberg, A., 2007. Generalization of 3D Building Data Based on a Scale-Space Approach. ISPRS 
Journal of Photogrammetry and Remote Sensing, 62(2): 104-111. 

Hake, G., Grünreich, D. and Meng, L., 2002. Kartographie. Walter de Gruyter Verlag, Berlin, 604 pp. 

Hangouët, J.-F., 2006. Spatial Data Quality Assessment and Documentation. In: R. Devillers and R. 
Jeansoulin (Editors), Fundamentals of Spatial Data Quality. Geographical Information Sys-
tems Series. Fundamentals of Spatial Data Quality, pp. 211-235. 

Hild, H., 2003. Automatische Georeferenzierung von Fernerkundungsdaten. Dissertation Thesis, 
Universität Stuttgart, Stuttgart. 

Kada, M., 2007. Scale-Dependent Simplification of 3D Building Models Based on Cell Decomposi-
tion and Primitive Instancing, Proceedings of the International Conference on Spatial In-
formation Theory: COSIT ’07, Melbourne, Australia. 

Peter, M., Haala, N. and Fritsch, D., 2008. Preserving Ground Plan and Facade Lines for 3D Building 
Generalization, The XXI Congress of the International Society for Photogrammetry and 
Remote Sensing (ISPRS 2008), Beijing, China, pp. 481-486. 

Podolskaya, E.S., Anders, K.-H., J.-H.Haunert and Serester, M., 2007. Quality Assessment for Poly-
gon Generalization, 5th International Symposium on Spatial Data Quality (SDQ 2007), 
ITC, Enschede, The Netherlands. 

Schlüter, D., 2001. Hierarchisches Perzeptives Gruppieren mit Integration dualer Bildbeschreibungen, 
Bielefeld, pp. 222. 

Sester, M., 2000. Maßstabsabhängige Darstellungen in Digitalen Räumlichen Datenbeständen. 
Professorial Dissertation Thesis, Universität Stuttgart, Stuttgart. 

Stadler, A. and Lechthaler, M., 2006. Output Media Adapted Cartographic Visualisation, 10th Inter-
national Conference on Information Visualization (IV'06). IEEE Computer Society, Lon-
don, pp. 304-309. 

TC 176/SC, 2005. Quality Management Systems - Fundamentals and Vocabulary, International Or-
ganization for Standardization. 

Werff, H.M.A.v.d. and Meer, F.D.v.d., 2008. Shape-Based Classification of Spectrally Identical 
Objects. ISPRS Journal of Photogrammetry and Remote Sensing, 63(2). 

 
 



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000500044004600206587686353ef901a8fc7684c976262535370673a548c002000700072006f006f00660065007200208fdb884c9ad88d2891cf62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef653ef5728684c9762537088686a5f548c002000700072006f006f00660065007200204e0a73725f979ad854c18cea7684521753706548679c300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA <>
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020b370c2a4d06cd0d10020d504b9b0d1300020bc0f0020ad50c815ae30c5d0c11c0020ace0d488c9c8b85c0020c778c1c4d560002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken voor kwaliteitsafdrukken op desktopprinters en proofers. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents for quality printing on desktop printers and proofers.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /NoConversion
      /DestinationProfileName ()
      /DestinationProfileSelector /NA
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure true
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /NA
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /LeaveUntagged
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


